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ELECTRODE CURRENT D I S T R I B U T I O N S  I N  MGD CHANNELS 
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Abstract 

Experimental and theoretical investigations have been 
made of the current distributions to continuous and segmen- 
ted electrodes in linear MGCD channels. In the experiments 
the electrodes were subdivided to obtain a measure of  the 
current distribution for various average current densities 
up to 0.7 amps/cm* and Hall parameters up to 5. As expected, 
current concentrations were measured at the edges of the 
electrodes. However, the concentrations were less pronounced 
than those predicted by theories in which constant electrode 
potential and uniform gas properties are assumed. The ex- 
perimental results are compared to the predictions of a semi- 
empirical theory that includes a current density dependent 
electrode potential. The agreement between experiment and 
theory in this case is more satisfactory. It is concluded 
that electrode and sheath voltage drops will tend to limit the 
current concentrations on the electrodes at least in the cur- 
rent density and Hall parameter regime investigated in this 
paper. 

*Associate Professor of Aeronautics and Astronautics 
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A. Introduction 

The theoretical advantages to be obtained by operating 

MGD generators with segmented electrodes have long been 

recognized. This advantage arises principally because the 

segmentation of the electrodes allows an axial potential 

gradient to be sustained which in turn reduces the average 

Hall current to zero. However, finite segment size intro- 

duces several loss  mechanisms which reduce the gains pre- 

dicted for the infinitely finely segmented electrode 

geometry. 

It is theoretically predicted, and observed in practice, 

that current concentrations occur at the edges of the elec- 

trodes. This phenomenon has important practical effects, 

because the concentration of current causes increased dis- 

sipation, and the increased electric fields identified with 

such concentrations can lead to local current breakdown 

(arcing) with resultant increased non-uniformity losses and 

possible electrode erosion. 

This paper considers the theoretical formulation of 

the current and electric field behaviors for several suit- 

able test geometries, and in addition reports the results 

of some initial small scale experiments. 

B. Theory 

With the usual assumptions of small magnetic Reynold's 

number, small charge separation (the plasma assumption), 

and that the electric current arises from the flow of 
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electrons o n l y ,  we may describe the electrical behavior 

within a d.c. magnetogasdynamic accelerator or generator 

by the following equations: 
* 

Here we have introduced the electric field E + U x x ,  

i.e. that electric field seen by an observer moving with 

the fluid velocity ti. The electrical behavior is most 

easily described in terms of the variable E t ,  so we seek a 
suitable description of the field behavior of gl. It is 

evident immediately that conventional field formulation will 

be greatly complicated if the plasma properties, rand B, 

are allowed to vary spatially, so following Refs. 1, 2 and 

3 we restrict our attention to those cases where the 

effects of spatial non-uniformities are not critical. The 

regimes of applicability of the present theory will be dis- 

cussed following development of the pertinent equations. 

In what fol lows we shall restrict our  attention to 

cases in which the magnetic field is applied only in one 

direction (the z direction) so that the problem may be 

considered to be two dimensional. With Eq. ( 2 )  and the 

definition of E' we then have 

v x  3' = v x  (Q x B) = (B..)V - ( U .  V)E + V( V . E ) - E ( i m )  

* 
See List of Symbols 
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With the assumption of two dimensionality, the first 

operator on the right side vanishes, so that with Eq. (1) 

there is obtained: 

In order to obtain an expression for the divergence of 

the electric field E ' ,  we take the divergence of Eq. 
and utilize Eq. ( 3 ) .  

ered here of orthogonal electric and magnetic fields, the 

term 81 . eg vanishes. 
magnetic Reynold's number is equivalent, here, to putting 

the term V x gB equal to zero, so that there is obtained: 

(4 )  
We not alsolthat for the case consid- 5 

- 
In addition, the assumption of small 

The forms given by Eqs.  (5) and (6) allow easy inves- 
tigation of the regime of validity of a potential formula- 

tion of the problem. If our investigation into the electric 

field (and hence current) distribution is restricted to 

variations occurring in a length that 

an "interaction length", $-!$ , then 
deed be formulated with some accuracy 

is small compared to 

the problem may in- 

by ignoring the con- 

tributions of the right side of Eq. (5). That this should 

be expected to be the case in a generator is apparent when 

it is realized that very little magnetic interaction can 

be expected to occur over a distance of a few electrode 

segments. Similarly, we will find in what follows that the 

effect of current fringing at entrance (or exit) from the 

channel decays approximately exponentially with the 
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exponent given by the ratio of the axial distance from 

entrance to the entrance height. Therefore we would expect 

the potential description to be accurate near the entrance 

or exit if the interaction length is large compared to the 

height of the channel, as is to be expected in most working 

devices . 
It is of interest to note that the fluid vorticity 

does not arise explicitly in Eq.(5). 

that the presence of a boundary layer on the electrodes 

would not affect the formulation of this problem, provided, 

of course, that compressibility effects were not of signifi- 

cance. It would be necessary, however, to have a knowledge 

of the fluid velocity field if it were desired to relate 

local (laboratory) potential field measurements to the 

potential field as seen by the fluid. In what follows we 

assume, for simplicity, that the fluid velocity is uniform 

across the channel. 

This result indicates 

Finally, it can be expected that the assumption of a 

spatially uniform Hall parameter and electrical conductivity 

will be close to the situation existing in generators opera- 

ting with little extrathermal ionization, such as combustion 

generators. It can be expected, also, that these assumptions 

will be realistic for generators utilizing extrathermal 

ionization provided they are not operated in the "shorted 

mode" investigated in Ref. 4. 

Within the regime of conditions discussed above, we may 
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thus write 

v x  E'= 0 
and 

v. Et= 0 

It is thus apparent that the electric field as seen by 

the fluid may be described in terms of a potential @I, so 

that transforming to the appropriate dimensionless variables 

as described in the list of symbols and Fig. 1 we may write 

( 9 )  v 2 v = o  

In this equation and henceforth it will be understood 

that the operator v will be taken in terms of the dimen- 
az a= 

sionless variables and y1 . That is, V2 = - - 352 +5+ 
The dimensionless electric current density is given in terms 

of the potential V by the equations: 

Formulation in Complex Variables 

We shall attempt to obtain the solution as a complex 

potential W, in terms of the complex variable 

It may be assumed that the potential 

$E c+iV( 
V is the imaginary 

. 

part of W. If 

Cauchy-Riemann 

the solution W is found, we may utilize the 

conditions to obtain 
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We w i l l  be p a r t i c u l a r l y  i n t e r e s t e d  i n  u t i l i z i n g  mapping 

techniques t o  obta in  the transformation function - 
f o r  it can be seen t h a t  i f  a mapping i s  found that trans- 

forms the constant po ten t i a l  ( V )  l i n e s  i n  the  plane 

i n t o  horizontal  l i n e s  i n  the W plane, then with Eqs. 

(10)-(12) we may obtain the e l e c t r i c  current  d i s t r i b u t i o n  

without need of in tegra t ion .  

Boundary Conditions 

9 
dW 
a s  

The most obvious i d e a l i z a t i o n  t o  apply t o  the boundary 

condition t o  be found on an e lec t rode  i s  tha t  of constant 

e l e c t r i c a l  po ten t i a l  along the e lec t rode  surface.  The 

v a l i d i t y  of such an i dea l i zed  desc r ip t ion  i s  l i m i t e d  by 

severa l  e f f ec t s ,  p r inc ipa l  among which are the effects of 

f i n i t e  conductivity of the e lec t rode  and of e lec t rode  

voltage drops. Both these e f f e c t s  can be expected t o  be 

somewhat current dependent, so that  the large va r i a t ions  

i n  cur ren t  densi ty  predicted by the idea l i zed  boundary 

condition mentioned above could, i n  fact ,  be expected t o  

? *  induce a non-constant po ten t i a l  along the e l ec t rode  boun- 

dary, as seen by the gas j u s t  ex te rna l  t o  the e l ec t rode  

sheaths.  Rogers attempted t o  account f o r  such e f f e c t s  

w i t h  a semi-empirical theory that  requi red  machine compu- 

t a t i o n .  H i s  p red ic t ions  have been included f o r  comparison 

i n  the figures.  I n  what follows w e  use the simple boun- 

d a r y  condition tha t  V = const.  on e l ec t rodes ,  but i t  must 

b e  remembered I n  the i n t e r p r e t a t i o n  of the  data t h a t  
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particularly near the 

we can expect the current densities to be modified from 

those predicted by the idealized theory. 

predicted current singularities 

The requirement on the insulator that there be no 

current perpendicular to the boundary leads through Eqa. 

(10) and (ll), to the requirement that the constant V lines 

intersect the boundary at an angle of 8 

perpendicular (Fig. 2). 

taxi's from the 

It i s  apparent from Fig. 2 that the transformation 

from the real plane to the desired W plane is conceptually 

very straightforward, and several geometries have already 

been considered using this technique. In what 
follows we will select several special cases in order to 

help interpret the experimental results obtained. As d i s -  

cussed previously, the current distribution may be obtained 

directly from the transformation function - , and in 
addition, several other desired quantities may be obtained 

d S  

directly from the complex potential or its derivative by 

appropriate use of the boundary conditions and Eqs. (lo), 

(11) and (12). Several quantities of interest are listed 

below, 

- -. d 4  where - d W  is the complex conjugate of  the quantity 
d 5  



Example Solutions 

Several simple solutions will be given here because of 

their usefulness in Interpreting the experimental data, It 

may be noted that the complex notation and list of formulae 

given above may be applied to the several cases considered 

in Refs. 2 and 3 with the gain of some simplicity of solu- 
tion and interpretation of the results. 

Semi-Infinite Electrodes 

Fig. 2 indicates the necessary transformation from 

the f plane to the W plane for the case of entrance to a 
pair of semi-infinite electrodes. 

tion of the Schwarz-Christoffel theorem (utilizing the 

intermediate "z" plane) leads to the following transforma- 

tion m c t i o n  

Straightforward applica- 

in which z = e 

For ease of integration we substitute - @ = - and 
l Y n  
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n-2 

so  t h a t  Eq. 13 becomes 

2 2 n  = -  d W  
dy it n-2 

1 - Y  

In t eg ra t ion  i n  closed form can easily be obtained f o r  

c e r t a i n  particular values of n. The resul ts  o f  severa l  

such i n t e g r a t i o n s t h a t  were of use i n  i n t e r p r e t i n g  the ex- 

perimental  data are summarized i n  Table  I. 

noted that  the normal current  d i s t r i b u t i o n  on the electrodes 

can be obtained from 

It mayjalso,be 

+ 1  
n - -  

( tanh w+ ) 

1 i n  which for  an accelerator the ( + 
anode case and the  ( - - ) corresponds t o  the cathode case, 

the reverse  being true i n  the generator  case. 

) corresponds t o  the 
1 
n 

F i n i t e  Length Electrode Pair 

The geometry t o  b e  considered i s  i l l u s t r a t e d  i n  Pig. 3, 

and it  is  found by again applying the Schwarz-Christoffel 

theorem that the  transformation f'unction I s :  
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in which 

L vi - e  =5 - - 
L = electrode length 

K = constant of propationality 

This expression may be used in the form given, to 

calculate the current density, but it can not be integrated 

in closed form. 

easily obtained because it requires integration of the 

equations in order to be determined. However, the current 

distribution can be numerically integrated and normalized 

using the total current so obtained. 

followed in comparing experiment to theory in the segmented 

electrode case. 

The constant of proportionality K is not 

This procedure was 

In order to normalize the current distributions in the 

continuous electrode case, use was made of the fact that 

the electrode length was much greater than the electrode 
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height.  Thus, i t  can be ve r i f i ed  that Eq. (16) i s  readily 

expanded about = 0 i n  a series of terms of ascending 

T L  
powers of e ”’ . It follows that f o r  channel lengths  

appreciably greater than t h e  channel height the mutual 

i n t e r a c t i o n  of t h e  i n l e t  and o u t l e t  dis turbances i s  negl i -  

gible.  For t h i s  reason the t o t a l  cur ren t  t o  each e l ec t rode  

w a s  obtained by s imply adding the cont r ibu t ion  from the 

anode and cathode up t o  length as given by the expres- 

s ions  i n  T a b l e  I. The result, of course,  i s  that  only the 
2 

inverse  hyperbolic tangent terms cont r ibu te  t o  the t o t a l  

cur ren t  so obtained. The cur ren t  t o  the ind iv idua l  sub- 

d iv i s ions  was obtained by direct app l i ca t ion  of the 

r e s u l t s  shown i n  Table I. 

C . Experiments 

1. Experimental F a c i l i t y  

The experimental f a c i l i t y  shown i n  Fig. 4 cons i s t s  of 

an a r c  plasma source and a graphite plenum surmounted by a 

boron n i t r i d e  test section. The primary test gas is  fed 

d i r ec t ly  through the  a r c  where it i s  heated t o  severa l  

thousand degrees Kelvin. The secondary test gas i s  pre- 

heated t o  about 1000° K i n  a pot of molten lead. Also 

immersed i n  the lead p o t  i s  a s t a i n l e s s  steel  b o i l e r  f i l l e d  

w i t h  potassium. A control led amount of potassium i s  in jec-  

t e d  through a choked o r i f i c e  i n t o  the secondary gas stream 

which is mixed w i t h  the p r i m a r y  gas stream i n  the plenum. 
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The seeded test gas then flows up through the plenum and 

i n t o  the t e s t  sect ion.  

For the t es t s  t o  be  described the t o t a l  gas pressure 

i n  the tes t  sec t ion  w a s  approximately one atmosphere. The 

detailed experimental condi t ions and gas composition f o r  

each run a re  l is ted i n  T a b l e  11. 

A magnetic f i e l d  of  up t o  10,000 gauss was applied 

across  the tes t  s ec t ion  during the tests. Adjustment o f  

the magnet ic  f i e l d  s t r eng th  was the p r inc ipa l  means by 

which the Hall parameter, (3, was varied during a run. 

2. Segmented Electrode Experiments 

I n i t i a l  experiments were run on boron-nitride t es t  

sec t ions  employing three p a i r s  of tantalum e lec t rodes  as 

shown i n  Fig. 5. Each e l ec t rode  p a i r  had a length  t o  

channel height r a t i o  of 0.5, with equal s i z e  Insu la to r s  i n  

between. A separate set of  batteries was used t o  apply an 

equal vol tage t o  each electrode pair .  The cen te r  e l ec t rode  

p a i r  of each test sec t ion  was further subdivided t o  permit 

measurement o f  the cur ren t  d i s t r i b u t i o n .  

P robes  made o f  .020 inch tantalum wire were placed 

across  the t e s t  s ec t ion  ( i n  the B f i e ld  d i r e c t i o n )  a t  the  

loca t ions  indicated by the s m a l l  c i r c l e s .  These probes 

allowed measurement o f  the t ransverse  and axial vol tages  

i n  t he  free stream as w e l l  as t h e  e l ec t rode  vol tage drops. 

Typical voltage p r o f i l e s  across  the tes t  sec t ion  are 

shown In  Fig. 6. Note that  the data p o i n t s  have been 
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connected with straight lines in lieu of more complete 

information on the exact voltage distribution. The linear 

voltage profile for Run  IA indicates a uniform free stream 

electrical conductivity. On the other hand, Runs IC and 

IE exhibit a higher conductivity in the center of the flow, 

indicating a hot core flow. 

In all cases the electrical conductivity listed in 

Table I1 has been calculated based on the average electric 

field in the free stream. 

are almost t w o  orders of magnitude above the equilibrium 

values for the measured gas temperatures, indicating the 

probability of some non-equilibrium ionization. 

These values of conductivity 

6 

In test section I, the center electrode was subdivided 

into three equal parts. 

in Pig. 7 for each subdivision. Also plotted i s  the 

constant electrode potential theory for a single electrode 

pair. This can be shown to be close enough to the three 

electrode pair geometry used, to provide a valid comparison. 

The currents measured are plotted 

The current can be seen to be divided approximately as 

the theory predicts for a Hall parameter, p = 0. However, 

as the magnetic field is increased, the strong concentra- 

tion of the current on subdivision 1 predicted by the 

theory does not occur. For Run IA where pure argon plus 

seed potassium was used, the current distribution varied 

little with increasing f3. For Runs IC and IE, where 

nitrogen was added, the effect of f3 on the current distri- 

bution is somewhat more pronounced. 
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The overall effect of the nonuniformity of the 

current due to finite electrode segmentation is to in- 

crease the internal resistance of the test section or MHD 

device. The calculated internal resistance for the experi- 

ments, based on the free stream voltage drops, is shown in 

Fig. 8. There is substantially less increase in internal 

resistance with f3 than predicted by the theory, due 

primarily to the much less severe concentrating of the 

current in the experiments. 

3. Continuous Electrode Experiments 

In order to obtain more detailed information about 

the current concentrations, a new test section shown In 

Fi+ 9 was constructed7. It employed a continous electrode 

of length to channel height ratio, L/h = 3.2. 

trode length to height ratio is sufficiently large to leave 

the duct exit current distribution essentially undisturbed 

by entrance effects. 

This elec- 

The trailing edge of one electrode was finely sub- 

divided into four small pieces to permit a detailed 

measurement of the current distribution at the duct exit. 

This yielded about two and a half times more resolution 

than test section I. As in the other test sections, probe 

wires were used to measure the free stream and electrode 

voltage drops . 
Typical voltage distributions across the channel for 

constant total electrode current are shown in Fig. 10. 
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The free stream electrical conductivity is seen to be quite 

uniform. The values of the conductivity listed in Table I1 

and the internal resistance values plotted in Fig. 11 are 

both based on the free stream voltage drops. The conductiv- 

ities are this time about an order of magnitude above the 

theoretical equilibrium values, indicating the likelihood 

of a small amount of non-equilibrium ionization. 

The measured current to each subdivision is shown as 

a function of p in Fig. 12 for Run IIIA. While the currents 

to subdivisions 2, 3 and 4 are only slightly different 

from the theory, the current to subdivision 1 is substan- 

tially below the theoretical prediction. 

in complete agreement with the results of the segmented 

This result is 

electrode tests. 

The results for a Hall parameter of 1.0 are .cross- 

plotted as a function of the subdivision location in Fig. 

13. 

for comparison purposes. This modification of the theory 

which includes a dependence of the electrode potential on 

The semi-empirical theory of Rogers’ has been included 

the normal current density shows improved qualitative 

agreement with experiment. 

The reduced magnitude of  the current concentrations 

in these experiments is reflected once again in the internal 

resistance variation with p shown in Fig. 11. This trend 

compares quite well with the data of Fig. 8 for the segmen- 

ted electrodes. 
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I n  a l l  these experiments t he  cur ren t  was c l e a r l y  dls-  

t r i b u t e d  over the  e n t i r e  e lec t rode  surface.  However, we 

have no d i r e c t  evidence t o  ind ica t e  whether it was a t r u l y  

d i f f u s e  current  o r  mul t ip le  a r c  f i n g e r s  through the  boun- 

dary layer .  The presence of a s ing le  l a rge  a r c  spot  such 

as observed by Denison and Ziemer8 with cold e lec t rodes  

seems highly unl ikely.  

The electrode drops a t  the  cathode and anode were 

est imated by ex t rapola t ing  t h e  free-stream e l e c t r i c  f i e l d  

t o  the  w a l l  as ind ica ted  by the  dashed l i n e s  i n  Fig. 12. 

These values, p l o t t e d  as a func t ion  of  p i n  Fig. 14, show 

an i n t e r e s t i n g  t rend.  For both Runs A and a, t he  e lec t rode  

drop on the  anode increased sharp ly  with increas ing  magne- 

t i c  f i e l d ,  while the drop on the  cathode tended t o  

decrease.  No explanat ion f o r  t h i s  e f f e c t  can be of fe red  a t  
J 

t h i s  time. It may be noted i n  passing that t h e  component 

of  t h e  Lorentz force perpendicular t o  the  e lec t rode  was 

away from the anode and i n t o  the  cathode I n  both runs.  

However, t h e  magnitude of t h i s  e f f e c t  does not  appear t o  be 

l a r g e  enough t o  cause a change i n  t he  boundary l aye r  of the  

requi red  magnitude. 

D. Conclusions 

The current  concentrat ions measured a t  the  edges of 

segmented and continuous e lec t rodes  a r e  s u b s t a n t i a l l y  

less pronounced than those pred ic ted  by a constant  e lec-  

t rode po ten t i a l  theory. A semi-empirical theory including 



a current-dependent electrode potential shows reductions 

in the current concentrations similar to those in the ex- 

periments. It therefore appears that electrode voltage 

drops will tend to limit the current concentrations in the 
average current density range up to at least .7 amp/cm 2 at 

Hall parameters up to 5, and possibly higher in both para- 
meters. This implies that operation of an MHD generator 

in a distributed current mode should be possible in these 

current ranges. 
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TABLE I n-2 
2n- - NOTE: In every case, x = xn = [tanh 4 

Also, for t h e  accelerator configuration, have 

where 7 signs occur - for anode 
+ for cathode 

n 

- 
6 

4 

n 

6 

- 

4 

3 

8 
3 
- 

~ 

Corresponding f3 

1 

. . .  . .. ~~ . . . . . . . .  

. ~. ~. - . . 

Experimental f3 with 
which compared 

0.58 

-- - _ _ _ - ~ -  - -_-_.__--______I_ 

(W - ‘entrance 1 e 

. . .  . . .  - . - . . . . 

1- x 



TABLE I1 Experimental Conditions for Each R u n  

R u n  number 

Mode 

Gas mole fractions: Argon 

__ - 

Helium 
Nitrogen 
Potassium 

Gas temperature (avg. )(OK) 
Electron temp. (avg.)('K) 
Gas velocity (avg.)(m/s) 

Total voltage (avg. )(volts) 
Total current (amps) 
Current density(avg. j)( a/cm2) 
Exper. 6, (B = O)(mhos /cm) 

-~ 
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